SMART BISTRO

BISTRO

SMART

RGBW

SPECIFICATIONS

Wattage 0.5W/bulb | 6W/24 ft | 12W/48 ft
Input Voltage 100-240VAC;
Smart phone and tablet control over RGBW Bistro string lights. Operating Voltage 12VDC
Using the Tuya Smart Life app, set almost unlimited number of Color temp: RCBWW
conditional commands to control timing, color, etc. Lamp Spacing 2 Ft
+ ETL Listed power adapter Max run: 72 ft |36 lamps
+ DIY Scene Setting options Protocol Smart Life Bluetooth
* Set color for each individual lamp Operating Temp  -20° to +40°C | -4° to 104° F
* Maxrun72Ft Dimmable: Yes
e 24" lamp spacing interval Warranty: 3 years
+ 12" Lead wire Environment P65
DIMENSIONS
| 30.5CM | 60.8CM 60.8CM 60.8CM 30.5CM |
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ORDERING GUIDE
SERIES CONTROL COLOR LENGTH LAMP SPACING
PL DG Z 48 24
Patio Lamps DG - Digital Gemini Z- RGBW 24 - 24 Feet 24 - 24 inches
48 - 48 Feet

IlluminFx reserves the right to make changes to specifications at any time with or without notice
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